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1. Tii Phin Mém Xem IP Camera.
e Quy khach hang vao trang vivotek.vn vao muc Phdn Mém Camera

= CcC O vivotek.vn e Y% B B » % 0O

New Products : VIV... = VIVOTEK Smart VCA = VIVOT... I Dashboard - My Co... VIVOTEK Support C... PoE Switch - IONNET @ ZaloWeb @ Telegram [ 10 ky thuat di day d..

VIVOE K §AN PHAM  GIAIPHAP  CONG TRINH GIGI THIEU TINTUC  LIENHE

A Delta Group Company

Dang Ky Dai Ly

| Phan Mém Camera

Bao Hanh

Kién Thtrc Co Ban

23rU3ERIERLE

SAN PHAM & CONG NGHE NOI BAT

LIEN HE

& C 0 vivotek.vn e ¥ & 8 % = 0O

New Products = VIV... = VIVOTEK = Smart VCA :: VIVOT... Dashboard - My Co... VIVOTEK Support C... PoE Switch - IONNET @ ZaloWeb & Telegram ﬂ 10 ky thuat di day d...

Q

Ph&n mém tim dia chi IP clia camera trong mang LAN Shepherd Vi
Shepherd v3.5.0.103 3.5.0.103
All feature for camera f/w 0x06a or above
”
4
Shepherd v2.4.0.201 {

Configuration for camera before f/w 0x06a 2.4.0.201
Upgrade camera to 0x06a

Vui long st dung cac ndt nay
lién hé vdi ching t6i!

Ph&n mém tim dia chi IP clia camera trong mang LAN IW2 1.3.0.2 7‘

LIEN HE
Phan mém quan Iy camera VAST 2 Windows (64-bit) — 256 kénh Vvi

Windows 11, 10, 7/ Server 2019, 2016, 2012
(Included VAST2 and Matrix installer) v2.13.0.7200

Phan mém Quan ly camera VAST 2 Windows (32-bit) — 256 kénh 4! E
Windows 11, 10, 7/ Server 2019, 2016, 2012 {
(Included VAST2 and Matrix installer) v2.13.0.7200
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e Sau khi tai v€ mé phan mém va tim model va dia chi MAC cua camera

~
-]

Status Model

1 device(s) found €

Firmware HTTPS Client D card status

Use (%)

All devices

e Chung ta dat password cho camera va bat dau sir dung

Menu @ User accounts

New Products = VIV...

X +

192.168.88.75/factorymode/configure_password_root.html

= VIVOTEK = Smart VCA :: VIVOT.

4 Dashboard - My Co...

VIVOTEK Support C...

XxE Q>0 @

Y viver=k

IB9365-HT

Configure password

At least 8 characters with no space, one alphabet
character(uppercase or lowercase), and one numeric
character

User name : root
User password

Confirm user password :

[J Enable HTTPS secure connection

*The new password will be applied to all connections

Language

PoE Switch - IONNET ZaloWeb @ Telegram [ 10 ky thust di day d...
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e Giao dién chinh cua camera Vivotek

Menu @ 1B9365-HT X +

< C 88| A&nNot 192.168.88.75/home.html

B 9 >

New Products : VIV. = VIVOTEK : Smart VCA z VIVOT... ] Dashboard - My Co. VIVOTEK Support C. POE Switch - IONNET @ ZaloWeb @ Telegram [l 10 ky thust di day d.

U VIVETEK IB9365-HT

# Manual triggers:
Digital output1: [ 21 [5¥]
Digital output2:

LA
| |55
7]

[=] Zoom [+]
[LFan [ stp [ Patrol ]
Pan speed:

Tilt speed: v

Zoom speed:

# Global view:

olle]lL]w]i@] cotl=sseame-

Video stream: [ ] £ 00%] 3 sov | €3 25% ] LTI Client settings | Configuration | Language

2. CAu Hinh Cho Camera Vivotek

e Tab General Setting

* vivors
e Home Client settings

General settings

Homepage layout
Logs
Parameters

Maintenance

Event

Applications

Recording

Storage

Version: 0121d

(ol eV W Language

System > General settings

System
Host name: 1B9365-HT

[] Tumn off the LED indicator

System time

Time zone:

GMT+08:00 Beijing. Chongging. Hong Kong, Kuala Lumpur, Singapore, Taipei, Irkutsk v

Note: You can upload your daylight saving time rules on Maintenance page or use the camera
default value.

(® Keep current date and time

() Synchronize with computer time
O Manual

(O Automatic

Host name: Tén hién thi tiéu dé
camera

Turn off the LED indicator: tat cac
den LED tin hiéu trén camera

Keep current date and time:
Khong thay déi thoi gian

Synchronize with computer time:
déng bo thoi gian vdi mdy tinh

Manual: thiét |ap theo y riéng

Automatic: tuy chon mui gio hoac
thiét |ap theo NTP sever
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e Tab Maintance:

DWW VIvET e o m Home Client settings E®OILITEUGHE Language
System > Maintenance

General settings | | Import/Export files

General settings Upgrade firmware Upgrade firmware: cap nhat
Homepage layout Firmware file: No file chosen fl rmware cho camera

Logs

Parameters Reboot Reboot: khoi déng |a|
Maintenance

camera

Restore N A

Restore all settings to factory default except setfings in REStore : Reset toan bo
Security [] Network [[] Daylight saving time [] Custom language camera.

[] vADP [] Focus position

PTZ

Ngoai ra cd thé loai trir cac
cau hinh bang cach tick vao
cac lya chon bén dudi dé
gitr lai thdng s6 tuong ng
sau khi reset

Event

Applications

Recording

Storage

Version: 0121d

e Tab Image

DWW, vIvVeT . com Home Client settings EeLINLIEUGIEM Language
Media > Image

Video title: N6i dung hién thij trén
video

General settings | | llluminators | Image settings | Exposure | Focus | Privacy mask

Video settings Color: Xem mau hodc trang den
Video title Power line frequency: Tan sé

[ Show timestamp and video title in video and snapshots dong dién. VN nén chon 50Hz
Position of timestamp and video title on image: Top " khéng nén ChQn 60HZ

Flip: Xoay doc khung hinh

Mirror: DSi xtirng khung hinh

et e feauency 50tz @00tz IB cut filter: Chon ché do cho dén
Video orientation: [ Flip [ Mirror héng ngoai ngéy hOéC dém
Applications 0] Rotate Light sensor sensitivity: Do nhay
cam bién anh sang

Network

Timestamp and video title font-size: 30 ~

Security Video font (.ttf): Default v Upload

Color: O BMW (@ Color

PTZ

Event

Recording

Day/Night settings
Storage

Switch to B/W in night mode

IR cut filter: Auto mode

Light sensor sensitivity: Normal ~
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e Tab Image settings

vvvvvvvvvvvvvv

Media > Image

General settings | llluminators

Image

Video

Audio

Security

PTZ

Event
Applications
Recording

Storage

Normal light mode Profile mode
White balance

Aute ¥

Image adjustment

Image settings | Exposure  Focus | Privacy mask

Contrast:

¢ CCC

Sharpness:

Home Client settings [Eeldyils[lleiitL W Language

Tai tab nay chiing ta muén diéu chinh théng s hinh anh theo nhu ¥ muén nhu d6 sang,
do bao hoa, do nét... Save dé luu lai cau hinh. Truong hop mudn vé cau hinh mac dinh thi bam

vao Restore.

o Tab Exposure
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% viver=k

G, VIve T e m

Event
Applications
Recording

Storage

Image

Video

Audio

Network
Security
PTZ

Event
Applications
Recording

Storage

Home Client settings &t NEGE Language
Media > Image

General settings | llluminators | Image seftings | Exposure | | Focus | | Privacy mask

e ERs

Normal light mode | | Profile mode

Exposure level: 0 ~
Exposure mode: Auto v
Iris mode: Outdoor ~

AE speed adjustment

[] Enable AE speed adjustment

WDR

Enable WDR Pro Il

Tab Focus

Media > Image
General settings | llluminators | Image sertlinqs' Exposure ‘FOI:LIS Privacy mask

Zoom

Focus

Auto Focus

[J Full-range scan ] Fully-opened iris | Perform auto focus

Focus window
@ Full view

O Custom

Tab Privacy mask: Che vung riéng tu

Exposure level: mirc do thu sang
video tir 0 dén 0.7 va nguoc lai

Iris mode: Ché dd khau. Chon
ngoai troi hoac trong nha tuy theo
vi tri 13p dat

WDR PRO I/ll : Céng nghé chong
nguwoc sang

WDR Enhanced: Tang sang & vung
t6i

Perform auto focus: Tu dong
|&y nét. Ngoai ra ching ta cé
thé 13y net thu cong bang
cach diéu khién thanh céng
cu.

Focus window: Full view |3y
nét toan man hinh. Custom
|8y nét theo khu vuec dugc
chon
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Y viverzk e _
Dww. viveT e S om Home Client settings REeo{yislIIEILLM Language
Media > Image

General i i Image i Focus || Privacy mask

[~ Enable privacy mask

Window name

Network
Security

PTZ

Event

Applications

Recording

Storage

Version: 0121d

Bude 1 : Chon New. Budc 3 : Diéu chinh kich thudc cira s6 bang

. < o RSN g huot.
Budce 2 : Dat tén cho ctra s6 (Window chuot

name) Budc 4 : Chon Save

Budc 5 : Tich chon Enable privacy mask.

e Tab video
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Mode Stream
, Frame size: PO phan giai
% Video semngs for stream 1 VIEWIHB Window
OH285 .o ) SR
o Intra frame period: Khoang thoi gian
Frame size: gu’:’ra 2 |-Frame.
Haximum fame rate
e rame e S Maximum frame rate: S6 khung hinh 1
Smart stream 111
Dynamic intra frame peried ((help)) gléy
Bt [] Smart FRS
Rl Smar cogec Smart Codec: Cong nghé nén hinh anh
Recording
Storage Cualtyproey (hele) e & Constrained bit rate: Kiém soat bing
Bit rate control théng t6| d,a
@ Constrained bit rate:
Target quality: . PN ’ ~ B
T Target quality: Tiéu chi chat lwgng hinh
oy anh
smarta
O Fxedaually Maximum bit rate: Bang thong t6i da
O JPEG
& Video settings for stream 2 Viewing Window . . N N ~
¥ Video seftings for stream 3 Viewing Window POIICV' Frame rate prlorlty — UU tlen SO
Video setings for stream 4 frame 1 gidy cao. Image Quality — Uu
tién chat lwgng hinh dnh
S Fixed quality: Uu tién chat lvgng hinh

anh

e Tab Audio

Home Client settings Ee0iGIEWLLE Language

Media > Audio

Audio settings | | Audio clips

Mute External mickphone input again:
External microphone input gain® \ Chon dé |d| ChO mic gén Véo

Audio type camera
[OJERALE

() G.726 bit rate 32 Kbps v

Event
Applications
Recording

Storage

Version: 0121d
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General settings
Streaming protocols
DDNS

Qos

SNMP

FTP

Bonjour
Security
PTZ
Event

Applications

Recording

Storage

Version: 0121d

Network > General settings

Tab Network

Network type
@® LAN
(O Get IP address automatically
@ Use fixed IP address
IP address:
Subnet mask.
Default router:
Primary DNS:
Secondary DNS:
Primary WINS server:
Secondary WINS server:

Enable UPnP presentation

[[] Enable UPnP port forwarding

) PPPoE

[] Enable IPv6

Home

192.165.88.75

255.255.255.0

192.168.88.254

1.1.1.1

5888

Client settings

(ol DL L Language

Save

Tab Streaming protocols

General settings
Streaming protocols
DDNS

QoS

SNMP

FTP

Bonjour

Security
PTZ
Event

Applications

Recording

Storage

Version: 0121d

HTTP

Network > Streaming protocols

RTSP

SIP

Authentication
HTTP port:
Secondary HTTP port:

Access name for stream 1
Access name for stream 2
Access name for stream 3

Access name for stream 4

Home

80
8080

video1s1.mjpg
video1s2.mjpg
video1s3.mjpg

video1s4.mjpg

Client settings o1l ITETT

Language

Cho phép camera sl
Nhan IP dong tr DHCP
sever

Thiét 1ap IP ¢8 dinh cho
camera thu cong

Cau hinh cong
HTTP/HTTPS/RTSP/SIP dé
camera két ndi qua Internet
ma khéng can dau ghi hay
server ndi bo
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Tab DDNS

Y viversk

Gww. VIV o T o m

General settings
Streaming protocols

DDNS

Event

Applications

Recording

Storage

Version: 0121d

Home Client settings EeOLILINEULLE Language

Network > DDNS
Manual setup | | Express link

Enable DDNS

Host name: [*.safe100.net]
Email:
Key:

Register

Host name: trungion1.safe100.net

Email: trung@ion.vn

Key:

Confirm key:

To apply for a domain name for the camera, of to modify the previously registered information, fil

in the following fields and then click "Register”

DDNS registration result

[Register] Successfully. Your account information has
been mailed to registered e-mail address.

Upon successiul registration, you can click copy to automatically upload relevant information to
the DDNS form or you can manually fill it in. Then, click "Save" to save new seftings.

Tab Security

Vivotek dang mi&n phi d6i véi tén
mién safel00.net. Khi sl dung
ching ta phai dang ki nhu hinh bén

Hostname: 13 tén mién

Email: D€ xac nhan tén mién
Key: Mat khau

Confirm Key: Xac nhan méat khau

Khi dang ki thanh thanh cong sé
hién ra thong bao nhu hinh. Sau dé
dién thoéng tin vao 6 phia trén va
SAVE lai

Luvu y: Safel00.net sé dirng hoat
dong vao cubi 2023

User accounts
HTTPS
Access list
IEEE 802.1x

Miscellaneous

PTZ

Event

Applications

Recording

Storage

Version: 0121d

Home Client settings eGhITINELT)]

Security > User accounts

Account management | | Privilege management

root .

User name
User password:
= At least 8 characters with no space, one alphabet character and one numeric character
Confirm user password:

Privilege:

Update

Language

Tab nay cho phép
thay déi password
cla user root. Sau
dd an nut Update.
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e Tab Applications
o Motion detection

[« 1BI36SHT

Tai day ching ta nén vé 4 diém dé
tao thanh 1 khung hinh camera sé
phat hién nguwoi trong khung hinh

chung ta da vé. Sau dé enable
people detection, Cudi cung an nut
SAVE.

S e Khi cé ngudi trong khu vue nay thi
mmv trong khu vuc nay thi sé thong bao

gua 6 Motion activity.

For all windows

@«  1B9365-HT

Time filter @ @)
Minimum activity duration 500 ms (range)

Activity merge interval 1500 ms (range)

For all windows

it 104"

Chung ta do kich thudc
Jes R chiéu camera tir mat dat lén

camera dé dat khu vuc
ching ta can quan sat

Sau khi do duoc kinh thudc thi chiing ta cai dat phat hién chuyén dong & tab Rule
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[« 1BI3ESHT

Cac chuyén dong nay bao gom :

1.
2.
3.
4.

S.
6.

Intrusion Detection: Phat hi¢n xam nhap

Loitering Detection: Phat hién lang vang

Missing Object Detection: Phat hién vat bi mét

Unattended Object Detection: Phat hién vat khong can quan sat. Phat hién nay thich
hop cho cac nha ga, san bay dé giam sat

Line Crossing Detection: Phat hién c6 nguoi di ngang qua

Face Detection: Phat hién khuon mat.

Sau khi lya chon dugc phat hién phu hop thi ching ta set 4 diém va theo gidi tai tab Live nhu

hinh.

[«  1B9365-HT Smart VCA

Rule-1 K4

Face Detection

Detect human face

Delete this rule

N =
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@« IBI365-HT Smart VCA = Live Rule

Pay la cac sy kién ma
camera da phat hién
duwoc

e Tab Recording

Recording name:
[] Enable this recording

Thiét 1ap thoi gian ghi

[] With adaptive recording (Help)

Priority: hinh.

Source: [Sream 1 -] Chon noi ghi hinh & muc

Trigger . .
Destination. Trong muc
(@ Schedule S 7 n ° o
1. Trigger nay ching ta cé thé dat
[ Sun ] Mon [v] Tue /] Wed [] Thu [] Fri [ Sat " .
T tén va chon dung lvong
© Aways cho cho tirng file
2. Destination O From 00:00 to|24:00 [hh:mm]
(O Network fail

Note: To enable recording notification please configure Event first

Save | ‘ Close
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